
Prestige 128Plus

ISDNNetworkCompatibility

LAN-to-LANConnectivity
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ForNorthAmerica:SupportsAT&T5ESS,NorthernTelecom
DMS-100,andSiemens EWSD,SupportsIOCcapabilitypackage
"S"andEZ-ISDN-1
ForEuropeandAsia:SupportsDSS1,1TR6,INS-NET64and
TaiwanDGTswitches*
ISDNBRI(BasicRateInterface)-two64KbpsBchannels
StandardBRIS/TinterfaceorUinterface

Dial-on-DemandandBandwidth-on-Demandprovidesflexible
bandwidthwhenneeded
BACPfordynamicbundlingoftheBchannels
SupportsStac DataCompression

Multi-protocolRouting:IPandIPX
TransparentBridging

"Spoofing"savesISDNconnectioncosts
CompatiblewithAscend,Ci sco,andotherISDNrouters
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InternetAccess
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ISDNLeasedLineand128K
ISDNsupplementaryservice:callwaiting,callforwarding,three
wayconference

RIP-2:supportforauthenticatin,routingdomains,externalroute
tags,nexthopaddresses,andmulticasting

Theidealhigh-speedInternetaccesssolutionforSOHOandbranch
office. Overtwotimesfasterthan56Kbpsmodems
Prestige'sSingleUserAccount (SUA)/NetworkAddress
Translation(NAT)enablesmultipleuserstoaccesstheInternet
simultaneouslywhilepayingforonesingleIPaddressfromthe
InternetServiceProvider
MultipleSingleUserAccount(SUA)/NetworkAddress
Translation(NAT):AccesstheInternetandthecorporation'snetwork
atthesametimewithSUAanddynamicIPaddressassignment,also
providesawaytostoreabackupconfigurationforanInternet
account

PPP/MP

CompleteVPNsolutionwithPPTPtechnology

RemoteUserSupport

NetworkManagementandControl

RobustSecurityFeatures

PhysicalInterfaces
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Providesdial-upsupportfornetworkaccessviaISDN
Allowstwosimultaneousconnectionstotwodifferentlocations
RemoteuserscanuseWindows95/NT oranyPPPpackage

Menudrivenuserinterfaceforeasynetworkmanagement
LocalandremoteconsoleviaTelnet
IntegratedSNMP(SimpleNetworkManagementProtocol)provides
theabilitytomonitorusageandtroubleshootfromcorporatesite

CallDetailRecordsfeatureprovidesefficienttrackingofincoming
andoutgoingcalls

FlashEPROMforeasyfirmwareupgrades

PasswordProtectedSystemManagementTerminal
PAP(PasswordAuthent icationProtocol)
CHAP(ChallengeHandshakeAuthenticationProtocol)
CallerID

Call-BackwithPasswordProtection
FirewallFilteringforcontrolledaccesstoandfromyournetwork

ISDNBRI S/TorUinterface
EthernetLANconnection:10Base-TandAUI
TwoAnalogPortsforconnectingmodems,faxmachines,andother
analogdevices
RS-232Interfaceforlocalconfigurationandmanagement
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DHCP(DynamicHostConfigurationProtocol)servereasily
configureandmanagetoIPaddressforDHCPclient,Windows95/
NT ontheLAN

RADIUS(RemoteAuthenticationDial-inUserService)allowsan
RADIUSServertoauthenticatetheRemoteDial-inuserincoming
callstoPrestige

MSCHAP

CallControlManagement:BlackList,CallBudget,CallHistory
PrestigeWebConfigurator(PWC)foreasyinstallationand
configuration
SupportsZyXELNetworkOperatingSystem(ZyNOS ) w h i c h
provideshighlevelflexibilityforconfigurationoperations

*Priortopurchase,pleasecontactyourlocaldealer/distributorforthecorrectversiontoensurecompatibilitywiththeISDNswitchesinyourarea.
USFCCandEuropeanCEapproved.Specificationsaresubjecttochangewithoutnotice.
Alltrademarksarethepropertyoftheirrespectiveowners.

ISDN Bridge/Router

BringingthepowerofISDNtoyourLANhasneverbeensimpler,moreconvenient,ormorecost-effective.TheZyXEL
Prestige128PlusisyourcompletesolutionforISDNapplicationssuchascorporateInternetAccess,LAN-to-LANconnection,
Telecommuting,andRemoteAccess.

ZyXEL ZyXELCommunications,Inc.
4920E.LaPalmaAvenue,Anaheim,CA92807
Toll-free:1-800-255-4101 Fax:1-714-693-8811
E-mail:sales@zyxel.com,support@zyxel.com
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CORPORATELAN

RemoteUser

Telecommuter

128Kbps
OmniTA128

Prestige128

ISDN
NETWORK

Telecommuting/RemoteAccess
Prestige 128Plusprovidestworemoteaccess
connectionsat64Kbpseach,oronePPP/MPbundled
connectionat128Kbps. Passwordcheckingand/or
autocall-backmaybeusedtoauthenticateremote

ThePrestige'stwoanalogportsallowuserstosharethe
ISDNconnectionwithfaxmachines,modemsandother
analogdevices.

PPP,64Kbps

PPP,64Kbps

CORPORATELAN

ISP

128Kbps

128Kbps

128Kbps

128Kbps ISDN
NETWORK

InternetAccessRouter
ZyXEL'sSingleUserAccountfeatureenables
multipleusersonacorporateLANtoaccessthe
InternetforthecostofanindividualIPaccount.

StaticorDynamicIPs
assignedbyPrestige(DHCPserver)

SingleIPaddress
purchasedfromISP

CORPORATELAN

BRANCHOFFICELAN

Win95/NT Novell UNIX
ISDNLANtoLANBridge/Router
Prestige 128Plusisequippedformulti-protocol
routing-IPandIPX,andtransparentbridgingvia
ISDNforWideAreaNetworking.PPPMultilink
ProtocolandStac DataCompressionmaximize
128Kbpsbandwidthefficiency.
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ISDN
NETWORK

Dial-on-Demandautomaticallyconnects
whenthereisdatatobetransferred,
thereforeminimizingconnectioncharges
anduserintervention.

Prestige 128Plus
ISDN Bridge/Router Applications


